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TECNORD ELECTRONIC CONTROL UNITS

LINKING CABLES

AMPSEAL-DB9 CABLE ADAPTER (with software calibration tool)

Available for electronic control unit: EC-PWM-P4; EC-PWM-P8; EC-MMS-1012-H

ORDERING CODE: 20.1001.026/A E

TECNORD

DEUTSCH-DB9 LINKING CABLE (with customized software calibration tool)

Available for electronic control unit: EC-MMS-2218-H

ORDERING CODE: 21.0801.031 ? 7

DB15-DB9 LINKING CABLE (with software calibration tool)

Available for electronic control unit: EC-MMS-6252-H

TECNORD

ORDERING CODE: 21.0801.053 T

RS232 - USB CONVERTER

It allows Tecnord electronic control units to personal computer connection when the latter is
unprovided of serial port; for installation follow the instruction enclosed with the converter

ORDERING CODE: 21.0801.039

CAN - USB CONVERTER

It allows Tecnord CAN joysticks to Personal Computer connection with a USB port;
for installation follow the instruction enclosed with the interface device

ORDERING CODE: 21.0801.040

WARNING: the specifications/application data shown in our catalogs and data sheets are intended only as a general guide for the product described (herein). Any specific application should not be undertaken
without independent study, luation, and testing for suitability.
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