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WARNING: the specifications/application data shown in our catalogs and data sheets are intended only as a general guide for the product described (herein). Any specific application should not be undertaken 
without independent study, evaluation, and testing for suitability. 

ORDERING INFORMATION
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TransmiTTer Type

SHW Single Hand Transmitter

PTM Multi-function Transmitter

nbr of funcTions

4F 4 Function

6F 6 Function

*Customized version 
available on request

conTrol configuraTion

TCN 1 PWM ouput in combination
 with up to 6 on-off bidirectional channels

PWM Pulse with modulation current output
 Up to 8 bidirectional proportional channels

MLT  Adjustable output signal
 for closed loop proportional actuators

CAN CANbus version for connection to  
 CANbus line J1939 protocol or CANopen

*See Applications Example  

back-up - baTTery charger cable

00000 None

SER2M 2 meters length

SER4M 4 meters length

SER10M 10 meters length

SER20M 20 meters length

connecTor kiT 

0000   None

H000 For receiver and control unit

HS00 For receiver, control unit 
           and serial female    
           connector and plug

*Customized length complete 
harness available on requestbaTTery charger Type

CAR2M Standard - 12/24 VDC Battery  
 charger cable 2 meters

VAC2M  Alternative - current battery  
 charger (110-220 VAC) 2 meters
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